City of Suffolk 
HISTORIC LANDMARKS COMMISSION 


NANSEMOND 1646 SUFFOLK 1742 


January 12, 2023 


THE REGULAR MEETING 
OF THE 
HISTORIC LANDMARKS COMMISSION 
WILL BE HELD AT 9:00 A.M. IN 
CITY COUNCIL CHAMBERS 
CITY HALL BUILDING 


Note: If You Cannot Attend This Meeting, 
Please Notify the Planning Division 
by 12:00 Noon, 

Wednesday, January 11, 2023 
(757) 514-4060 


PREPARED BY THE CITY OF SUFFOLK 
DEPARTMENT OF PLANNING & COMMUNITY DEVELOPMENT 


DIVISION OF PLANNING 


NANSEMOND 1646 SUFFOLK 1742 


AGENDA 
Historic Landmarks Commission Meeting 
Thursday, January 12, 2022 
9:00 a.m. 


I. Call to Order 
II. Roll Call 
II. Approval of the Minutes 
IV. New Business 
A. Request for Certificate of Appropriateness HLC2022-00029, submitted by Gerry 
Jones, applicant, on behalf of the City of Suffolk, property owner, for exterior 
alterations at property located at 150 N. Main Street. The property is further identified 
as Zoning Map Number 34G18(A)*256*257*258, Suffolk Voting Borough, zoned 
CBD, Central Business zoning district, and HC, Historic Conservation Overlay 
District. 
V. Staff Reports 
A. Property Maintenance Update 
B. Zoning Update 
C. Historic District Guidelines 


VI. Announcements 


VII. Adjournment 


NANSEMOND 1646 SUFFOLK 1742 


MINUTES 
HISTORIC LANDMARKS COMMISSION 
December 8, 2022 
9:00 A.M. 


The regular meeting of the Historic Landmarks Commission was held on Thursday, December 8, 2022, at 
9:00 a.m., in the Council Chambers of Suffolk City Hall, 442 W. Washington Street, Suffolk, Virginia, 
with the following persons present: 


MEMBERS PRESENT: STAFF: 

George Bailey Keith Cannady, Senior Planner 

William Bissell Erin Dears, Planner I 

Susan Coley Sean Dolan, Assistant City Attorney 

Oliver Hobbs Melvion Knight, Assistant Zoning Administrator 
Edward King Brandy Johnson, Property Maintenance Inspector 
Brian Shaffer Marion Riddick, Planning Technician 


Vivian Turner 


The meeting was called to order by Chairman Hobbs. The roll was called by Marion Riddick, and 
Chairman Hobbs was informed that a quorum was present. 


APPROVAL OF THE MINUTES: The minutes of the previous meeting were approved as presented. 


Update on Historic District Guidelines 


Mr. Cannady gave an update on revising the City’s Historic District Guidelines. Mr. Cannady informed 
the Commissioners that we want to revise the Historic District Guidelines and implement the Downtown 
Master Plan while educating and informing property owners and business owners of the district’s 
requirements and promoting investments in historic properties. The Downtown Master Plan 
recommended that we consider the process and improvements to the regulations. Some of the categories 
that we implemented are the administrative review and approvals versus HLC action, the distinction 
between major and minor actions, and how we treat the use of alternative materials. Good materials are 
coming forward that closely match our requirements, and we want to recognize that in our program. 


Mr. Cannady also informed the Commissioners that we want to make property owners and business 
owners aware that they are in the historic district and that there are special requirements in the district, 
inform them of the tax credits and rebate opportunities, and other downtown incentives that the city might 
offer. 


Mr. Cannady informed the Commissioners that the Draft Design Guidelines were submitted on November 
18, 2022 to the Virginia Department of Historic Resources for their review and comments which is a 30- 


day period. The next step would be to share the document for HLC review and comments as well as with 
the property and business owners in the district for input. Mr. Cannady informed the Commissioners that 
we are getting closer to the point for action and adoption by City Council. 


Mr. Cannady is still working on the best way of getting the information out to the Commissioners in 
conjunction with the property and business owners in the district before the adoption by City Council. 


Certified Local Government (CLG) Annual Report and Program Audit 


Erin Dears informed the Commissioners that she is currently working on the City’s Certified Local 
Government Program’s Annual Report which is a yearly report that gives them informational data such 
as how many times the HLC Board met during the year, how many applications came before the Board, 
and how many applications were appealed. That report also gives an update on the Historic District 
Guidelines and the City’s Ordinance. Ms. Dears also informed the Commissioners that it’s time for the 
4-year audit which is a more in depth audit that will begin next year. 


Training for HLC Members 


Along with the audit, Ms. Dears spoke with the Commissioners concerning trainings and any opportunity 
to add more knowledge as it relates to the HLC Board. The trainings can range from a webinar to an in 
person training. Ms. Dears also informed the Commissioners that the Certified Local Government has a 
couple of free trainings during the year. She asked the Commissioners to let her know if they have had 
any trainings from October 1, 2021 through September 30, 2022. Lastly, Ms. Dears encouraged the 
Commissioners to notify the staff if they have any training that they would like to attend. 


STAFF REPORTS: 


Enforcement Update: 
Brandy Johnson, Property Maintenance Inspector, reported on the following properties: 


e 342N. Main St - several violations — court — new summons issued for February 2, 2023 

e 179 E. Washington St - court case continued until January 5, 2023 

e 363 E. Washington St — structure to be demolished by the owner 

e 223 Bank St - property still in violation - notice of violation was sent to the owner’s North 
Carolina address and the Midland Bank 

e 219 Clay St - the property has been sold - notice of violation has been issued to the new owner 

e 181N. Main St - vacant structure - court case to be dismissed - December 1, 2022 - new owners 

e 112 W. Washington St - vacant structure - owner given extension to repair —no repairs to structure 
property for sale 

e 140 W. Washington St — the property is still in violation — summons — issued for February 2, 2023 
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e 374E. Washington St— court — hearing on January 5, 2023 — summons was reissued to a different 
address 


Administrative Approvals: 
HLC2022-00028 - 220 Bank Street — roof replacement — approved October 21, 2022 


Announcements 


Keith Cannady informed the Commissions that we will have a meeting in January. 


CITY OF SUFFOLK 


442 W. WASHINGTON ST., P.O. BOX 1858, SUFFOLK, VIRGINIA 23439-1858 


PHONE: (757) 514-4060 FAX: (757) 514-4099 
DEPARTMENT OF 
PLANNING & COMMUNITY DEVELOPMENT 
Division of Planning 
To: Historic Landmarks Commission 
From: Erin Dears, Planner 
Date: January 12, 2023 
Subject: Request for Certificate of Appropriateness HLC2022-00029, submitted by 


Gerry Jones, Director of Capital Programs and Buildings for the City of Suffolk, 
applicant, on behalf of the City of Suffolk, property owner, for site alterations at 
property located at 150 N. Main Street. The property is further identified as Zoning 
Map 34G18(A)*256*257*258, Suffolk Voting Borough, zoned CBD, Central 
Business District, and HC, Historic Conservation Overlay District. 


STAFF REPORT 


Overview of the Subject Property and Surrounding Area 


The subject property, including the parking area at the rear of the building, also known as the 
Godwin Courts building, is located at 150 N Main Street. This property is part of the East 
Washington Street District of the Suffolk Historic Conservation Overlay District and is located in 
the Central Business District zoning district. The adjacent buildings are a mix of modern buildings 
and historic structures built in the late 19"" and early to mid-20" centuries. 


According to the National Register of Historic Places and the Virginia Department of Historic 
Resources, the building on the subject property, was constructed circa 1998 and is a non- 
contributing structure to the East Washington Street District. The three-story Vernacular style 


courthouse features a solid poured concrete foundation, stretcher bond brick structural system, and 
pyramidal and flat roofs with standing seam metal cladding. 


Case History 
No relevant case history was found for the subject property. 
Public Notice 


This request has been duly advertised in accordance with the public notice requirements set forth 
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in Section 15.2-2204 of the Code of Virginia, as amended, and with the applicable provisions of 
the Unified Development Ordinance. A notice, containing a copy of the staff report, was also 
provided to the applicant on January 6, 2023. 


Proposed Actions 


The applicant’s request includes the following actions: 


1. 


Installation of an 8-foot tall black metal decorative security fence and three gates around a 
portion of the Sheriff’s Department parking area located at 150 N. Main Street. 


Condition Statement 


A condition statement was not submitted for this request. 


Surrounding Characteristics 


A detailed description of adjacent and nearby properties is provided below. 


135 - 143 N. Main St. — A contributing two-story commercial building erected between 
1935 and 1949 with a solid poured concrete foundation, stretcher bond brick structural 
system, and shed roof. 


147 - 149 N. Main St. — A contributing one-story commercial building erected between 
1920 and 1926 with a solid poured concrete foundation, stretcher bond brick structural 
system, and a shed roof. 


151 - 161 N. Main St. — A contributing two-story vernacular commercial building erected 
between 1935 and 1949 with a solid poured concrete foundation, stretcher bond brick 
structural system, and a flat roof. 


165 - 175 N. Main St. — A contributing two-story classical revival style commercial 
building circa 1920 with a solid poured concrete foundation, stretcher bond brick structural 
system, and flat roof with parapet. 


200 N. Main St.— A contributing one-story American Renaissance circa 1911 featuring a 
stone dressed ashlar, neo-classical portico with fluted Doric columns, engaged fluted 
pilasters, swags, complete classical entablature in cornice including dentils and modillions 
and a parapet roof. 


202 N Main St. —A contributing one-story Gothic Revival church circa 1914 with brick 
stretcher bond and dressed stone. The building has three front bays, six side bays, a gable 
roof with parapet (standing seam metal and slate), Tudor spires, organic motifs, flying 
buttresses, and Gothic arches over all major windows with Gothic tracery. 


110 Bank St. — A one-story noncontributing commercial building circa 1940 with brick 
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stretcher bond. 


120 Commerce St. — City parking lot. 


130 Commerce St. — A contributing two-story commercial building erected between 1900- 
1914 with a solid brick foundation, 7-cource American bond brick structural system, and 
shed roof clad in standing seam metal. 


117 Franklin St. — City parking lot. 
Site Modifications 


As noted above, the applicant is requesting to install an 8-foot tall black metal decorative security 
fence and three gates around a portion of the Sheriff's Department parking area. The fence and 
gates will encompass a portion of the rear parking lot, located directly behind the Godwin Courts 
building, with sections running parallel to both Bank Street and Commerce Street. No fence or 
gate will be along the front facade of the building on N. Main Street. The applicant has stated there 
are to be three gated entrances, one on Bank Street, one on Commerce Street, and one accessible 
from the interior parking lot. The gated entrances will be designed for vehicle ingress and egress, 
to match the style of the proposed fence in design, material, and color. 


Applicable Regulations 


A. Unified Development Ordinance (UDO) 
e Section 31-413(g)(7), Approval of Major Action by the HLC 


(viii) Landscaping which involves major changes in grade or walls and fences more 
than three-and-one-half feet in height. 


B. Suffolk Historic District Design Guidelines 


1. Chapter 5, Section E.2, Decorative Fences: Decorative fences are usually used where 
fences will be visible from public streets in front and side yards to accent the yard and 
provide some degree of enclosure. Decorative fences can be made of wrought iron and 
wood pickets, with or without brick piers. No fence located in any required yard adjacent 
to a street which creates a solid screen may exceed 30-inches in height. If such fence is 
uniformly 50% or more opened, it may be erected to a maximum height of 48-inches. 
Side yard and rear yard fencing not visible from a public way can be a maximum of six 
(6) feet as allowed by the Unified Development Ordinance. Plastic and vinyl fencing is 
not allowed unless specifically approved by the Historic Landmark Commission. Chain 
link fencing and other wire fencing are prohibited. 


2. Chapter 5, Section E.4, Tall Screen Fencing: Tall screen fencing is usually for side and 
rear yards where it is not visible from a public way to enclose the yard for security, 
privacy, and/or for restricting pets. These fences can be made of wood, brick, wrought 
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iron, or stucco (when stucco is used for the primary dwelling). Tall fences should be 
constructed of wood slats of at least 74” thickness to avoid warping and provide adequate 
durability. Where wood fencing is used, it shall be painted or stained an opaque color. 
Chain link fencing and other wire fencing is prohibited. 


3. Chapter 6, Section A.1, Historic Urban Core: As described in Chapter 1, this Historic 
Urban Core is an area where historic commercial mercantile buildings, historic residences 
and institutional buildings are sited close to the sidewalk to form a strong urban street 
edge. Although the area contains a variety of historic buildings from difference periods, 
these buildings work together to form a classic downtown street character. Maintaining 
the urban character of the Historic Urban Core can be achieved through the 
implementation of the following goals: 


Preservation of the established urban character 

Preservation of the mixture of historic building types 

Rehabilitation of historic building facades 

Strengthening of the street edges 

Installation of enhancements to the pedestrian environment 

Adherence to design standards for new construction which respects the historic 
urban character of the area 


4. Chapter 6, Section A.2, Historic Entry Corridors: As described in Chapter 1, Historic 
Entry Corridors are areas that were originally residential regions along the main 
thoroughfares which have transitioned into a mixture of residential and commercial uses. 
The area contains a variety of historical residential and commercial building styles. They 
are typically separated from each other by side-yards and feature front yards that are 
setback from the sidewalks. Over time, greater change has occurred to the buildings and 
street character in these areas than in the Historic Urban Core. Consequently, there is a 
greater need for coherent and cohesive improvements to building facades and streetscape 
elements to strengthen the area’s historic character. The preservation of the Historic 
Entry Corridors character shall be achieved through the impaction of the following goals: 


e Rehabilitation of historic building facades 

e Adherence to design standards for new construction which respects the historic 
urban character of the area 

e Strengthening the street edges 

e Installation of enhancements to the pedestrian environment 

e Reuse of abandoned or underutilized buildings 


Staff Analysis 


Fence requirements in chapters five and six of the Suffolk Historic District Design Guidelines 
address Residential Building Design Considerations and Commercial Building Design 
Considerations. The applicant’s proposal takes into consideration the design elements discussed 
in chapter five as they are reflected in the application as well as the impacts to the overall district 
considerations addressed in chapter six. In most cases, an eight (8) foot tall black metal decorative 
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security fence along with the three gates would not be appropriate within the district however, it 
was determined by the Zoning Administrator that the fence could be permitted for safety and 
security purposes. The applicant has stated that the Sheriff’s Department has ongoing issues with 
unauthorized vehicles parking in designated parking areas in addition to a constant stream of 
pedestrian cut through traffic. The enclosed parking area will ensure adequate parking for the 
Sherriff’'s Department. 


Additionally, the proposed fence and gates would mirror the color, design, and height of other 
properties located within the district; for example, 111 Henley Place, known as the City of 
Suffolk’s Police Headquarters, 442 W Washington Street, Suffolk’s City Hall building, and 400 
Market Street, known as the City of Suffolk’s Fire and Rescue Station 1. Furthermore, with the 
minimal visibility from N. Main Street, the decorative security fencing and gates has a nominal 
effect on the historic urban core or the established urban character of the street. With N. Main 
Street being one of the historic entry corridors to the downtown district, the proposed fence and 
gates will not have an impact on the front facade as they are to be located on the rear of the property 
and therefore will have no negative impact on the historic urban character on one of downtown’s 
main thoroughfares. 


Summary and Recommendations 


Based on the previous findings-of-fact, staff recommends approval for Certificate of 
Appropriateness, HLC2022-00029, with the conditions noted below. 


1. Installation of an eight (8) foot tall black metal decorative security fence and three 
gates, location of fence and gates to align with specifications as shown is supporting 
documentation for HLC2022-00029. 

2. The gates shall match the fence in design, color, and material. The gates shall not block 
the sidewalk or impede pedestrian traffic. 

3. Any additional improvements shall require a separate Certificate of Appropriateness. 

4. All required building and zoning permits shall be obtained from the City of Suffolk. 
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SUFFOLK FIRE STATION #1 PARKING LOT & GATES WTS PROJECT 1418-V 


SECTION 323119 —- AMERISTAR STEEL ORNAMENTAL FENCE SYSTEM 


PART 1 - GENERAL 


1.1 


A. 


1.2 


1.3 


1.4 


1.5 


w 


oe 6 


m 


WORK INCLUDED 


The contractor shall provide all labor, materials and appurtenances necessary for installation of 
the welded ornamental steel fence system defined herein at (specify project site). 


RELATED WORK 

Section includes: 

1. Section 312000 - Earth Moving. 

2. Section 321313 - Concrete Paving. 

SYSTEM DESCRIPTION 

The manufacturer shall supply a total fence system of (specify Montage Commercial® standard 
picket space or Montage Commercial® Pool, Pet & Play® 3” air space) Welded and Rackable 
(ATF — All Terrain Flexibility) Ornamental Steel (for standard picket space, specify Classic™, 
Majestic™, Genesis™, or Invincible™; for 3” air space, specify Classic™, Majestic™, or 
Genesis™) design. The ornamental fence system shall be (specify 7’ height or 8’height) from 
grade. The system shall include all components (i.e., panels, posts, gates and hardware) 
required. 

QUALITY ASSURANCE 

The contractor shall provide laborers and supervisors who are thoroughly familiar with the type 
of construction involved and materials and techniques specified. 


REFERENCES 


ASTM A653/A653M - Standard Specification for Steel Sheet, Zinc-Coated (Galvanized) or 
Zinc-Iron Alloy Coated (Galvannealed) by the Hot-Dip Process. 


ASTM B117 - Practice for Operating Salt-Spray (Fog) Apparatus. 
ASTM D523 - Test Method for Specular Gloss. 0020 


ASTM D714 - Test Method for Evaluating Degree of Blistering in Paint. 


ASTM D822 - Practice for Conducting Tests on Paint and Related Coatings and Materials using 
Filtered Open-Flame Carbon-Arc Light and Water Exposure Apparatus. 


AMERISTAR STEEL ORNAMENTAL FENCE SYSTEM 323119 - 1 
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SUFFOLK FIRE STATION #1 PARKING LOT & GATES WTS PROJECT 1418-V 
F. ASTM D1654 - Test Method for Evaluation of Painted or Coated Specimens Subjected to 
Corrosive Environments. 


G. ASTM D2244 - Test Method for Calculation of Color Differences from Instrumentally 
Measured Color Coordinates. 


H. ASTM D2794 - Test Method for Resistance of Organic Coatings to the Effects of Rapid 
Deformation (Impact). 


I. ASTM D3359 - Test Method for Measuring Adhesion by Tape Test. 


J. ASTM F2408 — Ornamental Fences Employing Galvanized Steel Tubular Pickets. 


1.6 SUBMITTAL 


A. — The manufacturer’s literature shall be submitted prior to installation. 


1.7 PRODUCT HANDLING AND STORAGE 


A. Upon receipt at the job site, all materials shall be checked to ensure that no damage occurred 
during shipping or handling. Materials shall be stored in such a manner to ensure proper 
ventilation and drainage, and to protect against damage, weather, vandalism and theft. 


1.8 PRODUCT WARRANTY 


A. All structural fence components (i.e. rails, pickets, and posts) shall be warranted within 
specified limitations, by the manufacturer for a period of 20 years from date of original 
purchase. Warranty shall cover any defects in material finish, including cracking, peeling, 
chipping, blistering or corroding. 


B. Reimbursement for labor necessary to restore or replace components that have been found to be 
defective under the terms of manufactures warranty shall be guaranteed for five (5) years from 
date of original purchase. 


PART 2 - PRODUCTS 


2.1 MANUFACTURER 


A. The fence system shall conform to (specify Montage Commercial standard picket space or 
Montage Commercial Pool, Pet & Play 3” air space) Welded and Rackable (ATF — All Terrain 
Flexibility) Ornamental Steel, (for standard picket space, specify Classic, Majestic, Genesis, or 
Invincible; for 3” air space, specify Classic, Majestic, or Genesis) design, (specify extended 
picket or flush) bottom rail treatment, (specify 3-Rail, 4-Rail, or 3-Rail with Double Rings, 4- 
Rail with Double Rings) style manufactured by Ameristar Fence Products, Inc., in Tulsa, 
Oklahoma. 


AMERISTAR STEEL ORNAMENTAL FENCE SYSTEM 323119 - 2 


HLC2022-00029 


Example fence material list 


SUFFOLK FIRE STATION #1 PARKING LOT & GATES WTS PROJECT 1418-V 


2.2 MATERIAL 


A. Steel material for fence panels and posts shall conform to the requirements of ASTM 
A653/A653M, with a minimum yield strength of 45,000 psi (310 MPa) and a minimum zinc 
(hot-dip galvanized) coating weight of 0.60 oz/ft? (184 g/m’), Coating Designation G-60. 


B. Material for pickets shall be 3/4” square x 14 Ga. tubing. The rails shall be steel channel, 1.5” x 
1.4375” x 14 Ga. Picket holes in the rail shall be spaced (specify 4.675” 0.c. for standard picket 
space or 3.500” o.c. for 3” air space). Fence posts and gate posts shall meet the minimum size 
requirements of Table 1. 


2.3 FABRICATION 


A. _ Pickets, rails and posts shall be pre-cut to specified lengths. Rails shall be pre-punched to accept 
pickets. 


B. Pickets shall be inserted into the pre-punched holes in the rails and shall be aligned to standard 
spacing using a specially calibrated alignment fixture. The aligned pickets and rails shall be 
joined at each picket-to-rail intersection by Ameristar’s proprietary fusion welding process, thus 
completing the rigid panel assembly (Note: The process produces a virtually seamless, spatter- 
free good-neighbor appearance, equally attractive from either side of the panel). 


C. The manufactured panels and posts shall be subjected to an inline electrode position coating (E- 
Coat) process consisting of a multi-stage pretreatment/wash (with zinc phosphate), followed by 
a duplex application of an epoxy primer and an acrylic topcoat. The minimum cumulative 
coating thickness of epoxy and acrylic shall be 2 mils (0.058 mm). The color shall be (specify 
Black or Bronze). The coated panels and posts shall be capable of meeting the performance 
requirements for each quality characteristic shown in Table 2 (Note: The requirements in Table 
2 meet or exceed the coating performance criteria of ASTM F2408). 


D. The manufactured fence system shall be capable of meeting the vertical load, horizontal load, 
and infill performance requirements for Commercial weight fences under ASTM F2408. 


E. Gates with an out to out leaf dimension less than and including 72 inches shall be fabricated 
using Montage Commercial ornamental panel material and 1-3/4” sq. x 14ga. gate ends. Gate 
leafs greater than 72 inches shall be fabricated using ForeRunner rails, 17 gauge pickets, 
intermediate uprights, gussets and 1-3/4” sq. x l4ga. gate ends. All rail and upright 
intersections shall be joined by welding. All picket and rail intersections shall also be joined by 
welding. 


PART 3 - EXECUTION 


3.1 PREPARATION 
A. — All new installation shall be laid out by the contractor in accordance with the construction plans. 
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3.2 INSTALLATION 


A. _ Fence post shall be spaced according to Table 3, plus or minus 1/4”. For installations that must 
be raked to follow sloping grades, the post spacing dimension must be measured along the 
grade. Fence panels shall be attached to posts with brackets supplied by the manufacturer. 
Posts shall be set in concrete footers having a minimum depth of 36” (Note: In some cases, 
local restrictions of freezing weather conditions may require a greater depth). The “Earthwork” 
and “Concrete” sections of this specification shall govern material requirements for the concrete 
footer. Posts setting by other methods such as plated posts or grouted core-drilled footers are 
permissible only if shown by engineering analysis to be sufficient in strength for the intended 
application. 


3.3 FENCE INSTALLATION MAINTENANCE 


A. When cutting/drilling rails or posts adhere to the following steps to seal the exposed steel 
surfaces; 1) Remove all metal shavings from cut area. 2) Apply zinc-rich primer to thoroughly 
cover cut edge and/or drilled hole; let dry. 3) Apply 2 coats of custom finish paint matching 
fence color. Failure to seal exposed surfaces per steps 1-3 above will negate warranty. 
Ameristar spray cans or paint pens shall be used to prime and finish exposed surfaces; it is 
recommended that paint pens be used to prevent overspray. Use of non-Ameristar parts or 
components will negate the manufactures’ warranty. 


3.4 GATE INSTALLATION 


A. Gate posts shall be spaced according to the manufacturers’ gate drawings, dependent on 
standard out-to-out gate leaf dimensions and gate hardware selected. Type and quantity of gate 
hinges shall be based on the application; weight, height, and number of gate cycles. The 
manufacturers’ gate drawings shall identify the necessary gate hardware required for the 
application. Gate hardware shall be provided by the manufacture of the gate and shall be 
installed per manufacturer’s recommendations. 


3.5 CLEANING 


A. The contractor shall clean the jobsite of excess materials; post-hole excavations shall be 
scattered uniformly away from posts. 


Table 1 — Minimum Sizes for Montage Commercial Posts 
Fence Posts Panel Height 
2-1/2” x 14 Ga. 7 & 8 Heights 
Gate Height 

coe T_& 8 Heights 
Up to 4’ 3” x 12 Ga. 
41” to 6’ 4” x 12 Ga. 
61” to 16’ 6” x 12 Ga. 
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Table 2 — Coating Performance Requirements 
ASTM Test Method Performance Requirements 
D3359 — Method B Adhesion (Retention of Coating) over 90% of test area 
(Tape and knife test). 
Corrosion Resistance over 1,500 hours (Scribed per 
D1654; failure mode is accumulation of 1/8” coating loss 
from scribe or medium #8 blisters). 
Impact Resistance over 60 inch Ib. (Forward impact using 
0.625” ball). 
D822 D2244, D523 (60° Meth- | Weathering Resistance over 1,000 hours (Failure mode is 
od) 60% loss of gloss or color variance of more than 3 delta-E 
color units). 


Quality Characteristics 
Adhesion 


Corrosion Resistance B117, D714 & D1654 


Impact Resistance D2794 


Weathering Resistance 


Table 3 — Montage Commercial — Post Spacing By Bracket Type 
Span For INVINCIBLE® For CLASSIC, GENESIS, & MAJESTIC 
8’ Nominal (90.445” Rail) 8’ Nominal (91.95” Rail) 
Post Size | 2-1/2” 3” 2-1/2” 3” 2-1/2” 3” 2- 3” 2- 3” 
1/2” 1/2” 
Bracket Montage Com- Montage Com- Montage Montage Montage Com- Montage 
Type mercial mercial Commercial | Commercial mercial Commercial 
Invincible Flat Invincible Line Universal Line Blvd. Flat Mount Swivel 
Mount 2-1/2” (BB119) (BB112) (BB114) (BBI11) (BB113)* 
(BB118) 3” (BB120) 

Post Set- 
tings < 94- - ee s oe e, x » | *95- 
+14" 94 2” 94 94-1/2 95 95 95 95-1/2 *95 2” 
O.C. 
*Note: When using BB304 swivel brackets on either or both ends of a panel installation, care must be taken to ensure the 
spacing between post and adjoining pickets meets applicable codes. This will require trimming one or both ends of the 
panel. 


END OF SECTION 323119 
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HLC PROPERTY MAINTENCE CODE ENFORCEMENT UPDATE 


JANUARY 2023 
ADDRESS CODE VIOLATION(S) STATUS 
342 N MAIN ST PROPERTY MAINTENANCE COURT - NEW SUMMONS ISSUED 


e ~=PEELING PAINT 

e DETERIORATED ROOF 

e DETERIORATED PORCH 

e DETERIORATED EXT WALLS 


FOR 02/02/2023 


363 E WASHINGTON ST 


PROPERTY MAINTENANCE 
e MAJOR STRUCTURAL DEFIENCIES 


e UNSAFE STRUCTURE/CONDEMNED 


STRUCTURE TO BE DEMOLISHED BY 
OWNER — WAITING FOR GAS 
CUT-OFF 


223 BANK ST PROPERTY MAINTENANCE PROPERTY STILL IN VIOLATION 
e WINDOWS DAMAGE NOV WAS SENT TO THE OWNER NC 
e ROOF DAMAGE ADDRESS AND THE MIDLAND BANK 
© DETERIORATED EXTERIOR WALL Have been in contact with the bank 
e INTERIOR SURFACE DAMAGE 
e DETERIORATED PORCH 

219 CLAY ST PROPERTY MAINTENANCE Owner is continuing to make 


e ROOF DAMAGE 

e EXTERIOR WALL DAMAGE 
e BROKEN WINDOWS 

e INTERIOR DAMAGE 


progress on the property 


112 W WASHINGTON ST 


PROPERTY MAINTENANCE 
e ELEVATORS IN DISREPAIR 


e INTERIOR WALL DAMAGE 
e BROKEN WINDOWS 
e FIRE / ELECTRICAL VIOLATIONS 


VACANT STRUCTURE — OWNER 
GIVEN EXTENSION TO REPAIR 
NO REPAIRS TO STRUCTURE 
PROPERTY FOR SALE 

Extension granted until Feb 


374 E WASHINGTON ST 


PROPERTY MAINTENANCE 
e ROOF IN DISREPAIR 
e INTERIOR STRUCTURAL MEMEBERS 
e UNSAFE STRUCTURE 


COURT - HEARING 01/05/2023 
SUMMONS WAS REISSUED TO A 
DIFFERENT ADDRESS 


Zoning 


Case Activity Report 
January 2023 
PROPERTY OWNER(S) LOCATION VIOLATION(S) JUDGEMENT INSPECTOR 
NOV SENT Kevin 


Jarred Fitzgerald 


201 Bosley Ave 


Agricultural Animals in the RM 


Alexander 


